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PYEX-PTK-M
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M25 Cable Gland
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Temperature Measurement



PYEX-EP-MTS12

PYEX-EP-RTD

Ex Cert i f ied Temperature Sensor

PYEX-AE-TC

HACC-TSK-P 

PYEX-BT

PYEX-Z2BT



Explosion proof capillary thermostat

The explosion-proof capillary thermostat PYEX-EP-MTS12 is built sense and control

The electrical switching element of capillary thermostat works based on the expansion

Switching capacity
Relay output

Housing
Cable entry method

Capillary sensor

Sensor probe

Ex d e IIC T6
IP56

made of stainless steel 

depending on model length



Thermostat
No

Temp  se ng range
Service

temperature for
sensor probe

Capillary
length

mm

Probe
diameter

Probe
length

Output
Terminal

1  -2   2  -   1 6

2    5  -5   1 1 6 2

    -2   12 6

   11  -1   12 6 11 2

5    11  -1   1 6 11

6  5   2  -1   16

 2   6   65 16

Terminal
Selec on conductor  si e 

1 2 5
2

6

Tension crimping and 



Ex temperature sensing kit

designed and manufactured to meet all the technical requirements 

of mineral insulated RTD sensing probe can be extended up to 2m for 





High Temperature range

ⓐ/ⓑ-ⓒ
ⓐ/ⓑ-ⓒ

2

Marking T Class

T6

T5

/ -

Sensor probe diameter

/ -

Sensor probe diameter
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Marking T Class
T6
T5

-

2

Marking T Class
T6
T5

ⓐ ⓑ /ⓒ -ⓓ

Sensor probe diameter



Temperature control enclosure

RTD sensor to detect pipe temperature and deliver the signal to relay 

is designed and manufactured to meets all the technical require-

weather-proof but also it has an excellent mechanical strength as it is 



control unit, which detects the temperature of each circuit of pipeline or vessel and 



Explosion-proof bimetal thermostat
Safety device for temperature limit

Stainless housing

Semiconductor, display and petro chemical industry

Connected to power relay to limit temperature rise
The smallest temperature monitoring equipment

equipments

 - 1/2 -  - NC

Model

1/2     -   1/2 inch cylindrical bar

                                



Explosion-proof bimetal thermostat
Safety device for temperature limit

Stainless housing

Semiconductor, display and petro chemical industry

Connected to power relay to limit temperature rise
The smallest temperature monitoring equipment

equipments

 -  - NC - 

Model

                                     



Monitoring and Control
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Features



Use

Pipelines

Ramps, slabs

Features

Controller
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LEAKBAN LDS

LBMM-100

LBSM-200/300

LBSC-1000

LBSC-3000

LBSC-7000

Components for  Ex Cert i f ied LDS
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# 615 Pyeongchon-dong  IS Biz Tower, 57-2, Heungan-daero 427beon-gil,  

Dongan-gu, Anyang-si, Gyeonggi-do, South Korea 

Solco Thermal Co., Ltd.  T 82-31-8091-3050  E 3053@solcothermal.com 

advanced trace heating solution 


